
 

                                                                                                                                                     

  POWER DIVIDERS/COMBINERS  

         4 WAY COMMUNICATIONS 
  

               P
O

W
E
R

 D
I
V

I
D

E
R

       
     0

1
 

                            H
Í
B

R
I
D

O
S

  

                                                                                       2
 

                      D
E
 9

0
º

 

0
1

 
0
1
 

       

                                                    

                                                                                                                                                                                                                                                                                  

 

                                                                  

 

C/ Tumaco, 18        28027 Madrid (Spain) 
 

www.infacom.es         info@infacom.es 

 

Specification subject to change 

without notice  
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Features 
 

◊ High isolation. 

◊ Small size. 

◊ Excellent amplitude balance. 

◊ Robust. 

◊ High reliability. 

◊ Low cost. 

◊ Operating temperature -45/+85ºC. 

◊ Connectors SMA. 

◊ IP66-IEC 

 

Description 
 

Models design with lumped elements that provide high isolation and good amplitude 

balance, between 0.2-400 MHz. 
 

Custom design requirement on frequency, power, package and electric specifications are 

welcome. 
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 Dimensions in mm                                                         

 

 
Specifications 

 

Model 
Frequency 

range 
(MHz) 

Insertion 
loss 

 (dBmax)* 

Isolation 
(dB min) 

VSWR 
(max) 

Amplitude 
balance 

(dB max) 

Phase 
balance 
(º max) 

Power 
(W max)  

Package 

IF-D400C 0.2- 200 0.7 26 1.20/1 0.2 2 1.5 D46 

IF-D400D 0.2- 400 1.5 25 1.40/1 0.6 4 1.5 D46 
              

(*): Without considering 6 dB added by the component. 
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