
 

                                                                                                                                                     

     POWER DIVIDERS/COMBINERS 

        RESISTIVE PHASE BALANCE 
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Specification subject to change 

without notice  
 

-Innovation 
-Quality 
-Reliability   
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Features 
 

◊ Small size. 

◊ High reliability. 

◊ Excellent Phase Balance. 

◊ Low cost. 

◊ Operating temperature -45/+85 ºC. 
 

 

                      

                      Dimensions in mm 

   

 

 

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  
 
      

    
Specifications  
           

            Power range between ¼ W and 1W of continuous carrier  

Model 
Nº 

Outputs 
Frequency 

range (GHz) 

Insertion 
Loss 

(±.8 dB) 

Isolation 
(±.8 dB) 

VSWR 
(max) 

Amplitude 
Balance 

 (dB max) 

Phase 
Balance 
(º max) 

Package 

IF-D260-R/S 2 DC-3 6 6 1.25/1 0.2 2 DR2-DR21 

IF-D360-R/S 3 DC-3 9 9 1.25/1 0.2 3 DR3-DR31 

IF-D460-R/S 4 DC-3 12 12 1.30/1 0.3 3 DR4-DR41 

IF-D560-R/S 5 DC-3 14 14 1.30/1 0.4 4 DR5-DR51 

IF-D660-R/S 6 DC-3 16 16 1.35/1 0.4 4 DR6-DR61 

IF-D760-R/S 7 DC-3 17 17 1.35/1 0.4 4 DR7-DR71 

IF-D860-R/S 8 DC-3 18 18 1.35/1 0.4 4 DR8-DR81 
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Description 
   

New series of resistive power dividers 
low profile manufactured by Infacom, 
for applications in communications 
bands 
 

The technology and products used in 
these components ensures the right 
behavior even in extreme operating 
conditions as temperature, vibration 
etc. 
 

Phase and amplitude balance 

guarantee. 
 

Available from 2 to 8 way. 

 

Modifications and custom design 
requirement on frequency, power, 
package and electrical specifications, 

are welcome                                                                                                      
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