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Features 

 

◊ Operates at multi-octave band. 

◊ High isolation. 

◊ Low insertion loss. 

◊ High reliability.   

◊ Low cost. 

◊ Connectorization, N, TNC, SMA. 
◊ Operating temperature -45/+85 ºC. 

◊ Optional IP67-IEC. 

 

Description 
 

Models manufactured with high reliability technologies. Multi-section structures in order to cover 
several communication bands in a single component. 
 

Custom design requirement on frequency, power, package and electrical specifications, are welcome 
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Specifications 
 

Model 
Frequency 

range 
(MHz) 

Insertion 
loss 

(dB max)* 

Isolation 
(dB min) 

VSWR 
(max) 

Amplitude    
balance 

(dB max) 

Phase 
Balance 
 (º max) 

Power 
(W max) 

(**) 
Package 

IF-D260/S 500-2000 0.5 20 1.25/1 0.2 2 50 D10 

IF-D280/S 500-4000 0.7 18 1.40/1 0.3 2 50 D101 

IF-D280/C 500-4000 0.7 18 1.40/1 0.3 2 50 D2 

IF-D281/S 500-6000 0.8 20 1.35/1 0.2 3 50 D105 

 

(*): Without considering 3 dB added by the component. 
(**): Working as combiner, 0.5 Watts max by port. 

 

Package    A  B C 

D101 59 46 10 

D10 61.3 46 10 

D105 142 25.4 12.7 
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